
SECTION 3 
SYNTHETIC WEB SLINGS 



WEB SLINGS • EYE & EYE 

::c s z 
Ill ... 

WORKING LOAD LIMIT 

Sling 
Width 

2" 

3" 

4" 

6" 

8" 

10" 

12" 

2" 

3" 

4" 

6" 

8" 

10" 

12" 

Part 
Number 

EEl-902 

EEl-903 

EEl-904 

EEl-906 

EEl-908 

EEl-910 

EEl-912 

EE2-902 

EE2-903 

EE2-904 

EE2-906 

EE2-908 

EE2-910 

EE2-912 

Vertical 

3,100 

4,700 

6,200 

9,300 

11,800 

14,700 

17,600 

6,200 

8,800 

11,000 

16,500 

22,700 

28,400 

34,100 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

Choker 

2,480 

3,760 

4,960 

7,440 

9,440 

11,760 

14,080 

4,960 

7,040 

8,800 

13,200 

18,160 

22,720 

27,280 

• ASME Type - Ill 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Cordura eye liners standard 

• Polyester webbing standard - Nylon webbing available upon request 

• Tapered Eyes on sizes 3" and above 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

6,200 

9,400 

12,400 

18,600 

23,600 

29,400 

35,200 

12,400 

17,600 

22,000 

33,000 

45,400 

56,800 

68,200 

• Pin diameter must not be greater than 1 /3 
the eye length of the sling 

• Minimum sling length may apply 

RATED CAPACITY • IN LBS 

5,369 

8,140 

10,738 

16,108 

20,438 

25,460 

30,483 

10,738 

15,242 

19,052 

28,578 

39,316 

49,189 

59,061 

46 

4,383 3,100 

6,646 4,700 

8,767 6,200 

13,150 9,300 

16,685 11,800 

20,786 14,700 

24,886 17,600 

8,767 6,200 

12,443 8,800 

15,554 11,000 

23,331 16,500 

32,098 22,700 

40,158 28,400 

48,217 34,100 

2" 

1 -1/2" 

1 -1/2" 

2" 

3" 

4" 

5" 

2" 

2" 

2" 

2" 

3" 

4" 

5" 

Eye 
Length 

9" 

9" 

12" 

14" 

18" 

22" 

26" 

9" 

12" 

12" 

14" 

18" 

22" 

26" 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLINGS • ENDLESS 

::c s z 
Ill ... 

Sling 
Width 

2" 

3" 

4" 

6" 

8" 

10" 

12" 

2" 

3" 

4" 

6" 

8" 

10" 

12" 

WORKING LOAD LIMIT 

Part 
Number 

ENl-902 

ENl-903 

ENl-904 

ENl-906 

ENl-908 

ENl-910 

ENl-912 

EN2-902 

EN2-903 

EN2-904 

EN2-906 

EN2-908 

EN2-910 

EN2-912 

Vertical 

6,200 

9,400 

12,400 

18,600 

21,200 

26,500 

31,800 

12,400 

17,600 

22,000 

33,000 

42,300 

52,900 

63 ,500 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

• ASME Type - V 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• Rated capacities based on non-tapered webbing 

• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• Minimum sling length may apply 

RATED CAPACITY • IN LBS 

4,960 12,400 10,738 8,767 6,200 

7,520 18,800 16,281 13,292 9,400 

9,920 24,800 21,477 17,534 12,400 

14,880 37,200 32,215 26,300 18,600 

16,960 42,400 36,718 29,977 21,200 

21,200 53,000 45,898 37,471 26,500 

25,440 63,600 55,078 44,965 31,800 

9,920 24,800 21,477 17,534 12,400 

14,080 35,200 30,483 24,886 17,600 

17,600 44,000 38,104 31,108 22,000 

26,400 66,000 57,156 46,662 33,000 

33,840 84,600 73,264 59,812 42,300 

42,320 105,800 91,623 74,801 52,900 

50,800 127,000 109,982 89,789 63 ,500 

Inspect All Slings Before Use 

47 (651) 489-1341 • (800) 565-8821 



WEB SLINGS • REVERSED EYE 
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WORKING LOAD LIMIT 

Sling 
Width 

4" 

6" 

Part 
Number 

RE2-904 

RE2-906 

Vertical 

14,500 

17,400 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

Choker 

11,600 

13,920 

• ASME Type - VI 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Cordura full body wear pad and eye liner standard 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• Pin diameter must not be greater than 1 /3 
the eye length of the sling 

• Minimum sling length may apply 

RATED CAPACITY • IN LBS 

29,000 25,114 20,503 14,500 2" 

34,800 30,136 24,603 17,400 1 -1/2" 

Eye 
Length 

18" 

18" 

Inspect All Slings Before Use 

48 (651) 489-1341 • (800) 565-8821 



WEB SLINGS • 2 LEG 

::c ; 
z 
Ill ... 

WORKING LOAD LIMIT 

Sling 
Width 

2" 

3" 

4" 

2" 

3" 

4" 

Part 
Number 

DOS-1902 

DOS-1903 

DOS-1904 

DOS-2902 

DOS-2903 

DOS-2904 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

5,369 

8,140 

10,738 

10,392 

15,241 

19,052 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Cordura eye liners standard 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• Minimum sling length may apply 

6,646 

8,767 

12,443 

15,554 

49 

RATED CAPACITY • IN LBS 

3,100 

4,700 

6,200 

6,000 

8,800 

11,000 

Master Link 
Diameter 

7/8" 

1" 

1 -1/4" 

7/8" 

l" 

1 -1/4" 

Hook 
Capacity 
(TONS) 

3 

5 

7 

3 

5 

7 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLINGS • 3 LEG 

WORKING LOAD LIMIT 

Sling 
Width 

2" 

3" 

4" 

2" 

3" 

4" 

Part 
Number 

TOS-1902 

TOS-1903 

TOS-1904 

TOS-2902 

TOS-2903 

TOS-2904 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

12,210 

16,107 

15,588 

22,862 

28,578 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Cordura eye liners standard 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• Minimum sling length may apply 

CAUTION 
It is wrong to assume thot a three or four leg bridle will hove a capacity directly based on the 
number of legs unless each leg is exactly equol in length, equally shoring the lood or equally 
spoced oround the center of gravity. The volues listed below ore bosed on this criteria. 

6,575 

9,968 

13,150 

12,726 

18,664 

23,331 

50 

RATED CAPACITY • IN LBS 

4,650 

7,050 

9,300 

9,000 

13,200 

16,500 

Master Link 
Diameter 

1" 

1 -1/4" 

1 -1/2" 

1" 

1 -1/4" 

1 -1/2" 

Hook 
Capacity 
(TONS) 

3 

5 

7 

3 

5 

7 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLINGS • 4 LEG 
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WORKING LOAD LIMIT 

Sling 
Width 

2" 

3" 

4" 

2" 

3" 

4" 

Part 
Number 

QOS-1902 

QOS-1903 

QOS-1904 

QOS-2903 

QOS-2904 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

10,738 

16,280 

21,476 

20,784 

30,483 

38,104 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Cordura eye liners standard 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• Minimum sling length may apply 

CAUTION 
It is wrong to assume that a three or four leg bridle will hove a capacity directly based on the 
number of legs unless each leg is exactly equal in length, equally shoring the load or equally 
spaced around the center of gravity. The values listed below ore based on this criteria . 

8,766 

13,291 

17,533 

16,968 

24,886 

31,108 

51 

RATED CAPACITY • IN LBS 

6,200 

9,400 

12,400 

12,000 

17,600 

22,000 

Master Link 
Diameter 

1 -1/4" 

1 -1/2" 

1 -1/2" 

1 - 1/4" 

1 - 1/2" 

1 - 1/2" 

Hook 
Capacity 
(TONS) 

3 

5 

7 

3 

5 

7 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLINGS • TRIANGLE CHOKER 

Sling 
Width 

*3" 

*4" 

*6" 

8" 

10" 

3" 

4" 

6" 

8" 

10" 

12" 

l: 
t; 
z 
Ill _, 

WORKING LOAD LIMIT 

Part 
Number 

TCl-903 

TCl-904 

TCl-906 

TCl-908 

TCl-910 

TC2-903 

TC2-904 

TC2-906 

TC2-908 

TC2-910 

TC2-912 

Vertical 

4,700 

6,200 

9,300 

11,800 

14,700 

11,000 

16,500 

22,700 

28,400 

34,100 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

• ASME Type - I 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Cordura eye liners standard 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• * Aluminum fittings rated for 1-ply slings, 2" thru 6" only 

• Steel fitting standard for 2-ply slings 

• Minimum sling length may apply 

RATED CAPACITY • IN LBS 
Choker Basket Hitch 

J 
3,760 9,400 8,140 6,646 4,700 

4,960 12,400 10,738 8,767 6,200 

7,440 18,600 16,108 13,150 9,300 

9,440 23,600 20,438 16,685 11,800 

11,760 29,400 25,460 20,786 14,700 

7,040 17,600 15,242 12,443 

8,800 22,000 19,052 15,554 11,000 

13,200 33,000 28,578 23,331 16,500 

18,160 45,400 39,316 32,098 22,700 

22,720 56,800 49,189 40,158 28,400 

27,280 68,200 59,061 48,217 34,100 

Inspect All Slings Before Use 

52 (651) 489-1341 • (800) 565-8821 



WEB SLINGS - TRIANGLE TRIANGLE 
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WORKING LOAD LIMIT 

Sling 
Width 

*3" 

*4" 

*6" 

8" 

10" 

3" 

4" 

6" 

8" 

10" 

12" 

Part 
Number 

TTl-903 

TTl-904 

TTl-906 

TTl-908 

TTl-910 

TT2-903 

TT2-904 

TT2-906 

TT2-908 

TT2-910 

TT2-912 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

4,700 

6,200 

9,300 

11,800 

14,700 

11,000 

16,500 

22,700 

28,400 

34,100 

• ASME Type - II 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Cordura eye liners standard 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• Reduce capacity when lifting at angles, see pages 92-94 

• * Aluminum fittings rated for 1-ply slings, 2" thru 6" only 

• Steel fitting standard for 2-ply slings 

• Minimum sling length may apply 

RATED CAPACITY • IN LBS 

9,400 8,140 6,646 4,700 

12,400 10,738 8,767 6,200 

18,600 16,108 13,150 9,300 

23,600 20,438 16,685 11,800 

29,400 25,460 20,786 14,700 

17,600 15,242 12,443 

22,000 19,052 15,554 11,000 

33,000 28,578 23,331 16,500 

45,400 39,316 32,098 22,700 

56,800 49,189 40,158 28,400 

68,200 59,061 48,217 34,100 

Inspect All Slings Before Use 

53 (651) 489-1341 • (800) 565-8821 



WEB SLINGS • WIDE BODY BASKET 

:z:: ; 
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Sling 
Width 

8" 

12" 

16" 

8" 

12" 

16" 

24" 

1-- - - - - ! 
' I 

WORKING LOAD LIMIT 

Part 
Number 

WBBl-904 

WBBl-906 

WBB2-904 

WBB2-906 

WBB2-908 

WBB2-912 

37,200 

66,000 

88,000 

132,000 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

• ASME Type - VIII 

• Manufactured in accordance with ASME B30.9 standards 

• Durable FIRST® sling identification tag 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• Reduce capacity when lifting at angles, see pages 92-94 

• Sling to be used in basket hitch configuration only 

• Minimum sling length may apply 

RATED CAPACITY • IN LBS 

21,476 17,533 12,400 2 12 

32,215 26,300 18,600 2 14 

38,104 31,108 2 12 

57,156 46 ,662 33,000 2 20 

76,208 62,216 44,000 3 24 

114,312 93,324 66,000 6 36 

Inspect All Slings Before Use 

54 (651) 489-1341 • (800) 565-8821 



WEB SLINGS • LOAD BALANCER BASKET 
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' ________ , 

~-- . --- -· ~ 
1-- - - - - - - -~ 

t=---=-----=--_j 

WORKING LOAD LIMIT 

Sling 
Width 

8" 

12" 

16" 

20" 

24" 

Part 
Number 

LBBl-908 

LBBl-912 

LBBl-916 

LBBl-920 

LBBl-924 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

8,000 

8,000 

10,000 

10,000 

10,000 

• ASME Type - VIiii 

• Manufactured in accordance with ASME B30 .9 standards 

• Durable FIRST® sling identification tag 

• Cordura eye liners standards 

• Polyester webbing standard - Nylon webbing available upon request 

• Can be customized to your specifications 

• Quality checked 

Note: 
• Reduce capacity when lifting at angles, see pages 92-94 

• Sling to be used in basket hitch configuration only 

• Minimum sling length may apply 

RATED CAPACITY• IN LBS 

6,928 5,656 4,000 6 

6,928 5,656 4,000 12 

8,660 7,070 5,000 12 

8,660 7,070 5,000 12 

8,660 7,070 5,000 18 

Inspect All Slings Before Use 

55 {651) 489-1341 • {800) 565-8821 



WEB SLING PROTECTION 

Wrapped Eye Eye Liner 

Wear Pad Edge Guards 

Body Pad Velcro Sleeve 

Do Not Exceed Rated Capacities Inspect All Slings Before Use 

Sharrow Lifting Products 56 (651) 489-1341 • (800) 565-8821 



WEB SLING PROTECTION 

Cordura® Tube Sleeve 

Magnetic Corner Protection 

Mesh Guard 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 57 
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CornerMax® Sleeve 

Corner Max® Pad 

SLING PROTECTION WARNING 
All slings in contact with edges, corners, protrusions, or abrasive surfaces 
must be protected with a material of sufficient strength, thickness, and 
construction to prevent damage and/or failure. 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLING COMPONENTS 

Oblong Master Link 

Web Sling Choker 
Steel or Aluminum 

Screw Pin Shackle 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

Oblong Master Link 
w / Sub-Assembly 

Bolt Type Web Shackle 

Bolt Type Shackle 

58 

Web Sling Triangle 
Steel or Aluminum 

Screw Pin Web Shackle 

Web Shackle 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLING COMPONENTS 

Web Sling Hook 
w/Latch 

Barrel Hook 

Web to Web Connector 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

Eye Sling Hook 
w/Latch 

Web Sling Choker Hook 

Hoist Ring to Web 
Connector 

59 

Swivel Hook 
w/Latch 

Web to Hardware Connector 

Web to Chain Connector 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLING COMPONENTS 

OBLONG MASTER LINK OBLONG MASTER LINK W/LARGE SUB-ASSEMBLY 

C C 

Al I B 

Al 
B 

DIMENSIONS DIMENSIONS 

Nominal 
Working 

A B C Load Limit 
Size (IN) (IN) (IN) (LBS) 

C 
Working 

Nominal A B Load Limit 
Size (IN) (IN) (IN) 

(LBS) 

I 1/2" 0.51 4 .33 2.36 4,240 I I 3/4" 0.75 5.32 2.95 8,960 I 
5/8" 0 .63 4 .33 2.36 5,920 7/8" 0.91 6.30 3.54 12,160 

I 3/4" 0.75 5.32 2.95 8,960 l I 1" 1.06 7.09 3.94 18,320 I 
7/8" 0.91 6 .30 3.54 12,160 1 -1/4" 1.30 7.87 4 .33 31,760 

I 1" 1.06 7.09 3.94 21,120 I I 1 -112" 1.50 10.83 5 .91 48,880 I 
1 -1/4" 1.30 7.87 4 .33 31,760 2" 1.97 13.78 9.84 73,360 

I 1 -1/2" 1.50 10.83 5 .91 48,880 j I 2-1/4" 2.21 13.78 9.84 88,720 I 
1 -3/4" 1.77 13.39 7.09 63,440 

I 2" 1.97 13.78 7.48 02,000 I I I 
2-1/4" 2.36 15.75 7.87 105,760 

I I I I 

I l I I 

I l I I 

I l I I 

I I I I 

Do Not Exceed Rated Capacities Inspect All Slings Before Use 

Sharrow Lifting Products 60 (651) 489-1341 • (800) 565-8821 



WEB SLING COMPONENTS 

STEEL - WEB SLING TRIANGLE 

.__ ____ B ____ _, 

Sling 
Width 

3" 

4" 

5" 

6" 

8" 

10" 

12" 

A 
(IN) 

5.19 

6.44 

7.88 

9.00 

11.44 

13.25 

13.81 

DIMENSIONS 

B 
(IN) 

6.63 

7.94 

9.25 

12.00 

14.13 

16.14 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

C 
(IN) 

3.31 

3.88 

4.94 

5.56 

7.19 

8.25 

8.00 

A 

D 
(IN) 

4.31 

5.19 

6 .13 

8.25 

10.13 

12.38 

61 

STEEL - WEB SLING CHOKER 

Sling 
Width 

3" 

4" 

5" 

6" 

8" 

10" 

12" 

.__ ___ B ___ ___, 

A 
(IN) 

7.50 

9.31 

10.56 

12.00 

14.44 

16.50 

19.25 

DIMENSIONS 

B 
(IN) 

7.00 

9.56 

11.63 

12.75 

16.50 

18.75 

22 .63 

C 
(IN) 

3.19 

3.50 

4.44 

4.56 

6.44 

7.63 

9.75 

A 

D 
(IN) 

3.13 

4 .13 

5.13 

6.13 

8.13 

10.25 

12.13 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLING COMPONENTS 

ALUMINUM - WEB SLING TRIANGLE 

-D==:j 

.__ ____ B ____ _. 

Sling 
Width 

3" 

4" 

5" 

6" 

A 
(IN) 

5.25 

6.25 

8.00 

8.31 

DIMENSIONS 

B 
(IN) 

5.00 

6.63 

8.13 

8.88 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

C 
(IN) 

3.31 

4 .00 

4.75 

5 .50 

A 

D 
(IN) 

3.25 

4 .38 

5.25 

6.38 

62 

ALUMINUM - WEB SLING CHOKER 

Sling 
Width 

3" 

4" 

5" 

6" 

A 

.__ ___ B ___ __. 

A 
(IN) 

7.50 

8.75 

11.29 

11.31 

DIMENSIONS 

B 
(IN) 

7.13 

8.75 

12.00 

11.75 

C 
(IN) 

3.31 

4 .00 

4.75 

5 .50 

D 
(IN) 

3.13 

4 .13 

5.25 

6.13 

Inspect All Slings Before Use 

(651) 489-1341 • (800) 565-8821 



WEB SLING COMPONENTS 

BOLT TYPE WEB SHACKLE 

I 
B 
I 

A 

DIMENSIONS 

Web A B C D 
Eye (IN) (IN) (IN) (IN) 

I l " 1.06 0.75 1.50 3.38 

1.5" 1.25 0.88 l.88 4.15 

I 2" 1.38 1.00 2.81 5.50 

3" l.62 1.25 3.06 6.34 

[ 4" 2.12 1.50 5.25 9.45 

5" 2.50 2.00 6 .34 11.50 

I 6" 3.00 2.25 7.70 13.75 

I 

I 

I 

I 

I 

I 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

D 

E 
Working 

Load Limit 
(IN) 

(TONS) 

2.69 3-1/4 

3.38 6-1/2 

4 .19 8-3/4 

5.62 12 -1/2 

7.50 20-1/2 

9 .19 35 

11.00 50 

I 

l 

I 

I 

I 

I 

1 

l 

I 

I 

63 

SCREW PIN WEB SHACKLE 

Web A 
Eye (IN) 

I 1" 0 .88 

1.5" 1.25 

I 2" 1.38 

3" l.62 

[ 4" 2.12 

5" 2.50 
[ 6" 3.00 

[ 

I 

I 

I 

I 

I 

B 
(IN) 

0.75 

0.88 

1.00 

1.25 

1.50 

2.00 

2.25 

I 
B 
I 

A 

DIMENSIONS 

C D 
(IN) (IN) 

1.50 3.38 

l.88 4 .15 

2.81 5.50 

3.06 6.34 

5 .25 9.45 

6.34 11.50 

7.70 13.75 

E 
Working 

Load Limit 
(IN) 

(TONS) 

2.69 3-1/4 I 
3.38 6-1/2 

4 .19 8-3/4 I 
5.62 12 - 1/2 

7.50 20-112 I 
9.19 35 

11.00 50 I 

I 

I 

I 

I 

I 

J 

Inspect All Slings Before Use 
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WEB SLING COMPONENTS 

SCREW PIN SHACKLE 

Working 
Load Limit 

(TONS) 

I 1/3 

1/2 

I 3/4 

1 

I 1 -1/2 

2 

I 3-1/4 

4-3/4 

I 6 - 1/2 

8-1/2 

I 9-1/2 

12 

I 13-1/2 

17 

I 25 

35 

I 55 

I 

I 
B 

A 

Nominal 
Size 

3/16" 

1/4" 

5/16" 

3/8" 

7/16" 

1/2" 

5/8 " 

3/4" 

7/8" 

1" 

1 -1/8" 

1 -1/4" 

1 -3/8" 

1 - 1/2" 

1 -3/4" 

2" 

2 - 1/2" 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

A 
(IN) 

0.38 

0.47 

0.53 

0 .66 

0.75 

0.81 

1.06 

1.25 

1.44 

1.69 

1.81 

2.03 

2.25 

2.38 

2.88 

3.25 

4 .13 

BOLT TYPE SHACKLE 

C 

DIMENSIONS 

B 
(IN) 

0.25 

0.31 

0.38 

0 .44 

0.50 

0.63 

0.75 

0.88 

1.00 

1.13 

1.25 

1.38 

1.50 

1.63 

2.00 

2.25 

2.75 

C 
(IN) 

0.88 

1.13 

1.22 

1.44 

1.69 

1.88 

2.38 

2.81 

3.31 

3.75 

4 .25 

4 .69 

5 .25 

5.75 

7.00 

7.75 

10.50 

I 
B 
I 

A 

C 

D 
(IN) 

0.60 I 
0.78 

0.84 I 
1.03 

1.16 I 
1.31 

1.69 J 
2.00 

2.28 I 
2.69 

2.91 l 
3.25 

3.63 I 
3.88 

5 .00 I 
5.75 

7.25 I 

I 

Inspect All Slings Before Use 
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WEB SLING COMPONENTS 

WEB SHACKLE WEB SLING HOOK W/LATCH 

.---- B ----, 

A 

.- ' 
I '1-------.-~--+---+,1---JI I / I ,_.., B 

I 

....._ __ D -------1 

C .___ __ C __ __, 

DIMENSIONS 
DIMENSIONS 

Sling A B C D 
Working 

Load Limit 
Width (IN) (IN) (IN) (IN) 

(LBS) 

Sling A B C D 
Working 

Load Limit 
Width (IN) (IN) (IN) (IN) (TONS) 

I 2" 2.44 0.63 0.62 2.69 6,500 I I 1" 3.98 2.26 3.11 0.91 1 -1/2 J 
3" 2.01 0.75 0.69 2.19 9,000 2" 5.31 3.66 3.97 1.09 3 

I 4" 2.56 0.88 0.75 2.69 12,500 I I 3" 7 .06 5 .13 4 .81 1.36 5 I 
6" 3.50 1.00 0 .88 3.69 17,000 

I I I I 

I I I I 

I I I I 

I l I J 

I I I I 

I I I I 

I I I I 

I I I I 

Do Not Exceed Rated Capacities Inspect All Slings Before Use 
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WEB SLING COMPONENTS 

EYE SLING HOOK W/LATCH SWIVEL HOOK W/LATCH 

D 
D 

A A 

..__ __ B __ _. 

DIMENSIONS DIMENSIONS 

Working 
A B C D Load Limit 

(IN) (IN) (IN) (IN) 
(TONS) 

Working 
A B C D Load Limit (IN) (IN) (IN) (IN) 

(TONS) 

I 1 3.34 2.83 0.89 0.75 I I 1 4 .55 2.86 0.89 1.25 I 
1 - 1/2 3.81 3.11 0.91 0.91 1 -1/2 5.37 3.15 0.91 1.50 

I 2 4.14 3.53 1.00 1.13 I I 2 6.12 3.59 1.00 1.75 I 
3 4.69 3.97 1.09 1.25 3 6.50 4.00 1.09 1.75 

l 5 5.77 4 .81 1.36 1.56 J I 5 7.50 4 .84 1.36 2.00 I 
7 7.37 6 .27 1.61 2.00 7 9.63 6.28 1.61 2.50 

l 11 9.07 7.45 2.08 2.44 l I 11 11.37 7.54 2.08 2.75 l 
15 10.08 8.30 2.27 2.84 15 12.25 8.34 2.27 3.12 

I 22 12.53 10.30 3.02 3.50 I I 22 16.71 10.34 3.02 4 .10 I 
30 14.06 13.62 3.25 3.50 30 18.01 13.62 3.25 4.10 

I 37 18.19 14.06 3.00 4 .50 I I I 
45 20.12 15.44 3.38 4 .94 

I 60 23.72 18.50 4 .12 5 .69 I I I 

I I I I 

I I I I 

l I I I 

Do Not Exceed Rated Capacities Inspect All Slings Before Use 
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WEB SLING COMPONENTS 

BARREL HOOKS WEB SLING CHOKER HOOK 

B 

C C 

D 

Note: 
D 

,__ ___ E ____ __, 

* Sold in pairs only 

DIMENSIONS DIMENSIONS 

A B C D 
Working 

(IN) (IN) (IN) (IN) Load Limit 
(TONS) 

Sling A B C D E 
Working 

Load Limit 
Width (IN) (IN) (IN) (IN) (IN) 

(LBS) 

I 1.56 2.81 5 .00 2.88 * lTon per pair I I 2" 2.13 2.50 6.03 1.50 4 .88 6,500 I 
3" 1.63 3.50 7 .06 1.88 6 .51 9,000 

I I I l 

I I I I 

I I l I 

I I I I 

I I I I 

I I I I 

I I I I 

I I I l 

I I I I 

Do Not Exceed Rated Capacities Inspect All Slings Before Use 
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WEB SLING COMPONENTS 

HARDWARE TO WEB CONNECTOR 

.------ D -------, 
---c---

F E 

DIMENSIONS 

Sling A B C D E F 
Working 

Width (IN) (IN) (IN) (IN) (IN) (IN) 
load limit 

(LBS) 

I 2" 0.88 1.42 2.00 3.18 4 .20 2.92 5,000 

3" 1.42 1.52 2.75 4 .13 5.68 3.94 10,000 

I 3" 1.63 1.58 2.75 4 .37 6.49 4.46 15,000 

4" 2.00 2.33 3.75 6.00 7.97 5 .51 25,000 

I 4" 2.00 2.20 3.75 6.19 7.84 5 .38 30,000 

5" 2.25 2.91 4.75 7.25 9.45 6.45 40 ,000 

I 6" 2.56 3.36 5.75 9.13 11.08 7.72 60,000 

I 

I 

I 

I 

I 

I 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

WEB TO WEB CONNECTOR 

---c---

B A 

.___ ___ D ___ ----1 

DIMENSIONS 

Sling A B C D 
Working 

Width (IN) (IN) (IN) (IN) 
load Limit 

(LBS) 

I I 2" 4 .90 3.30 2.00 3.18 5,000 I 
3" 5.72 3.76 2.75 4 .13 10,000 

I r 3" 6.16 3.96 2.75 4.37 15,000 l 
4" 8.40 5.58 3.75 6.00 25,000 

I I 4" 8.14 5 .32 3.75 6 .19 30,000 I 
5" 10.48 6.92 4.75 7.25 40,000 

I I 6" 11.72 8.00 5.75 9.13 60,000 j 

I I I 

I I I 

I I I 

I r I 

I I I 

I I I 

Inspect All Slings Before Use 
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WEB SLING COMPONENTS 

HOIST RING TO WEB CONNECTOR WEB TO CHAIN CONNECTOR 

r-- B I A 

D 

D 

....._ __ c _ ___, 

.__ _____ E ____ __, 

DIMENSIONS DIMENSIONS 

Sling A B C D E F 
Working 
oadlimit 

Wic:111, (IN) (IN) (IN) (IN) (IN) (IN) 
(LBS) 

Sling A 
B C 

Working 
Chain D E Load Limit 

Width 
Size 

(IN) (IN) (IN) (IN) 
(TONS) 

I r 0.89 2.13 2.96 4.75 3/4-10 4 .87 6,200 I I 2" 3/8" 4 .33 2.13 2.11 4.77 3-1/4 I 
2" 1.64 2.13 2.96 4.75 3/4-10 4.87 6,200 3" 1/2 " 5 .04 1.63 2.44 4.54 4-1/2 

I 3" 1.14 1.63 2.96 4.77 1-8 4.87 8,900 I I 4" 5/8" 5 .69 2.13 2.54 5 .31 6-1/4 I 
3" 2.14 1.63 2.96 4.77 1-8 4 .87 8,900 

I 4" 2.21 2.13 3.71 6.24 1 -1/4-7 6 .18 12,400 I I I 

I I I I 

I I I I 

I I I I 

I I I I 

I I I I 

I I I I 

I I I I 

Do Not Exceed Rated Capacities Inspect All Slings Before Use 
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SECTION 4 
POLYESTER ROUNDSLINGS 



FIRST® HIGH PERFORMANCE ROUNDSLINGS 

::c ... 
0 z 
Ill ... 

The transparent cover 
allows the load bearing 
fibers to be shown . 

WORKING LOAD LIMIT 

FIRST® High Performance RoundSlings supply riggers with a consistent 
and reliable visual inspection. FIRST® High Performance RoundSlings 
use a transparent cover that embodies and protects the load bearing core 
yarns without prohibiting a visual inspection of the working roundsling . 

• Manufactured in accordance with ASME B30.9; NAVFAC 
P-307;WSTDA RS-1 ;Cl 1905; AS 4497.2; EN 1492-2 
and JIS B 8811 Standards 

• Durable FIRST® sling identification tag 

• FHPZ includes two sliding nylon wear sleeves 

• FHPZ is stronger and also lighter than a standard polyester 
roundsling of the same rated capacity 

• The breathable construction of the cover allows these slings to dry 
faster with improved resistance to mildew and rotting 

• FHPZ Elongation at rated capacity is 1 % 

• Can be customized to your specifications 

• Quality checked 

Note: 

• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• Minimum sling length may apply 

RATED CAPACITY • IN LBS 
Vertical Choker Basket Hitch Connection Sling 

Part 0 6 Number w a 0 ~ 
Body Width at 

Diameter 
Hardware 

Load 
Weight 

(IN) 
Min. Dia. 

(IN) 
Per Foot 

(IN) (LBS) 

FHPZl0 10,000 8,000 20,000 17,000 14,000 10,000 1.00 1.00 1.75 0.24 

FHPZ15 15,000 12,000 30,000 25,500 21,000 15,000 1.13 1.13 2.00 0.31 

FHPZ20 20,000 16,000 40,000 34,000 28,000 20,000 1.25 1.25 2.25 0.42 

FHPZ25 25,000 20,000 50,000 42,500 35,000 25,000 1.25 1.38 2.25 0 .51 

FHPZ30 30,000 24,000 60,000 51,000 42,000 30,000 1.38 1.50 2.62 0.58 

FHPZ40 40,000 32,000 80,000 68,000 56,000 40,000 1.75 1.50 3.50 0.94 

FHPZ50 50,000 40,000 100,000 85,000 70,000 50,000 1.88 1.75 3.50 0.95 

FHPZ60 60,000 48,000 120,000 102,000 84,000 60,000 2.00 2.00 4.00 1.11 

FHPZ70 70,000 56,000 140,000 119,000 98,000 70,000 2.13 2.50 4 .00 1.30 

FHPZ85 85,000 68,000 170,000 144,500 119,000 85,000 2.38 2.50 4 .25 1.54 

FHPZlO0 100,000 80,000 200,000 170,000 140,000 100,000 2.75 2.50 4 .50 1.79 

FHPZ125 125,000 100,000 250,000 212,500 175,000 125,000 3.00 3.00 5.00 2.22 

FHPZ150 150,000 120,000 300,000 255,000 210,000 150,000 3.25 3.50 5 .25 2.61 

FHPZl 75 175,000 140,000 350,000 297,500 245,000 175,000 3.50 3.50 7.00 3.07 

FHPZ200 200,000 160,000 400,000 340,000 280,000 200,000 3.75 3.75 7 .25 3.47 

FHPZ225 225,000 180,000 450,000 382,500 315,000 225,000 Inquire Inquire Inquire 4.80 

FHPZ250 250,000 200,000 500,000 425,000 350,000 250,000 Inquire Inquire Inquire 5.45 

FHPZ275 275,000 220,000 550,000 467,500 385,000 275,000 Inquire Inquire Inquire 5.95 

FHPZ300 300,000 240,000 600,000 510,000 420,000 300,000 Inquire Inquire Inquire 6.85 

Do Not Exceed Rated Capacities Inspect All Slings Before Use 
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FIRST® POLYESTER ROUNDSLINGS 

The transparent cover 
allows the load bearing 
fibers to be shown . 

WORKING LOAD LIMIT 

FIRST® Polyester RoundSlings offer advanced capabilities and 
identification systems. lnspectable Polyester RoundSlings offer the 
traditional versatility of old style opaque RoundSlings such as flexibility, 
load stability and shifting or rotation of wear points. FIRST® Polyester 
lnspectable RoundSlings use a transparent cover that embodies and 
protects the load bearing core yarns without prohibiting a visual 
inspection of the working roundsling. 

• Manufactured in accordance with ASME B30.9; NAVFAC 
P-307;WSTDA RS-1 ;Cl 1905; AS 4497 .2; EN 1492-2 
and JIS B 8811 Standards 

• Durable FIRST® sling identification tag 

• The breathable construction of the cover allows these slings to dry 
faster with improved resistance to mildew and rotting 

• FP Elongation at rated capacity is 3% 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• Minimum sling length may apply 

RATED CAPACITY • IN LBS 
Vertical Choker Basket Hitch Connection Sling 

Part 0 b Number w 0 0 ~ 
Body Width at 

Diameter 
Hardware 

Load 
Weight 

(IN) 
Min. Dia. 

(IN) 
Per Foot 

(IN) {LBS) 

FP30 3,000 2,400 6,000 5,100 4,200 3,000 0.75 0.50 0.62 0 .25 

FP40 4,000 3,200 8,000 6,800 5,600 4,000 0.80 0 .50 0.62 0 .30 

FP60 6,000 4,800 12,000 10,200 8,400 6,000 0.90 0.62 0.88 0 .35 

FP90 9,000 7,200 18,000 15,300 12,600 9,000 1.00 0.75 1.00 0 .50 

FP120 12,000 9,600 24,000 20,400 16,800 12,000 1.25 0 .88 1.25 0 .65 

FP140 14,000 11,200 28,000 23,800 19,600 14,000 1.30 1.00 1.38 0.70 

FP170 17,000 13,600 34,000 28,900 23,800 17,000 1.60 1.12 1.62 0 .80 

FP230 23,000 18,400 46,000 39,100 32,200 23,000 1.65 1.25 1.75 1.11 

FP260 26,000 20,800 52,000 44,200 36,400 26,000 1.75 1.38 1.88 1.20 

FP320 32,000 25,600 64,000 54,400 44,800 32,000 2.15 1.50 2.00 1.60 

FP400 40,000 32,000 80,000 68,000 56,000 40,000 2.45 1.62 2.38 1.80 

FP540 54,000 43,200 108,000 91,800 75,600 54,000 3.00 1.88 2.75 2.40 

FP680 68,000 54,400 136,000 115,600 95,200 68,000 3.25 2.12 3.00 3.00 

FP900 90,000 72,000 180,000 153,000 126,000 90,000 3.75 2.50 3.50 3.85 

Do Not Exceed Rated Capacities Inspect All Slings Before Use 
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POLYESTER ENDLESS ROUNDSLING 

WORKING LOAD LIMIT 

Vertical Choker 
Part 

Color 0 6 Number w 
ENRl Purple 2,600 2,100 5,200 

ENR2 Green 5,300 4,200 10,600 

ENR3 Yellow 8,400 6,700 16,800 

ENR4 Ton 10,600 8,500 21,200 

ENR5 Red 13,200 10,600 26,400 

ENR6 White 16,800 13,400 33,600 

ENR7 Blue 21,200 17,000 42,400 

ENR8 Oronge 25,000 20,000 50,000 

ENR9 Orange 31,000 24,800 62,000 

ENRl0 Orange 40,000 32,000 80,000 

ENRl 1 Orange 53,000 42,400 106,000 

ENR12 Orange 66,000 52,800 132,000 

ENR13 Orange 90,000 72,000 180,000 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

Endless Polyester RoundSlings are the most basic RoundSling. 

• Manufactured in accordance with ASME B30 .9 standards 

• Double jacket construction 

• Capacities are color coded up to 21,200 lbs vertical 

• Elongation at rated capacity is 3% 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92 -94 

• Minimum sling length may apply 

CAUTION 
Do not exceed rated capacities. Color codes and rated capacities may vary among 
manufacturers. Always check the identification tag to determine ii the polyester roundsling 
capacity is applicable for the lilt . 

RATED CAPACITY • IN LBS 
Basket Hitch 

0 0 ~ 
Minimum Approx. Approx. 

length Diameter WT/FT 
(FT) (IN) 

4,500 3,700 2,600 3 0 .63 0 .30 LB 

9,200 7,500 5,300 3 0 .88 0.40 LB 

14,500 11,900 8,400 3 1.13 0.50 LB 

18,400 15,000 10,600 3 1.13 0 .60 LB 

22,900 18,700 13,200 3 1.38 0 .80 LB 

29,100 23,800 16,800 6 1.38 0.90 LB 

36,700 30,000 21,200 6 1.63 1 .30 LB 

43,300 35,400 25,000 6 1.75 1 .60 LB 

53,700 43,800 31,000 6 2.13 2.00 LB 

69,300 56,600 40,000 6 2.35 2.60 LB 

91,800 74,900 53,000 8 3.15 3.40 LB 

114,300 93,000 66,000 8 3.95 4.30 LB 

155,900 127,300 90,000 8 4 .80 5 .90 LB 

Inspect All Slings Before Use 
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POLYESTER EYE AND EYE ROUNDSLING 

::c ... 
<, 
z 
Ill ... 

WORKING LOAD LIMIT 

Vertical Choker 
Part 

Color l J Number 

EERl Purple 2,600 2,100 

EER2 Green 5,300 4,200 

EER3 Yellow 8,400 6,700 

EER4 Ton 10,600 8,500 

EER5 Red 13,200 10,600 

EER6 White 16,800 13,400 

EER7 Blue 21,200 17,000 

EER8 Orange 25,000 20,000 

EER9 Orange 31,000 24,800 

EERl0 Orange 40,000 32,000 

EERl 1 Orange 53,000 42,400 

EER12 Orange 66,000 52,800 

EER13 Orange 90,000 72,000 

Do Not Exceed Rated Capacities 

Sharrow Lifting Products 

kl 
5,200 

10,600 

16,800 

21,200 

26,400 

33,600 

42,400 

50,000 

62,000 

80,000 

106,000 

132,000 

180,000 

Eye and Eye Polyester RoundSlings are manufactured by sewing an 
abrasion resistant sleeve to the sling body forming an eye at each end. 

• Manufactured in accordance with ASME B30 .9 standards 

• Double jacket construction 

• Elongation at rated capacity is 3% 

• Can be customized to your specifications 

• Quality checked 

Note: 
• For choker hitch capacity adjustments, see page 95 

• Reduce capacity when lifting at angles, see pages 92-94 

• Minimum sling length may apply 

CAUTION 
Do not exceed roted capacities. Color codes and roted capacities may vary among 
manufacturers. Always check the identification tog to determine ii the polyester roundsling 
capacity is applicable for the lilt . 

RATED CAPACITY • IN LBS 
Basket Hitch 

~ ~ QQ:J 

Minimum Body 
Approx. 

length Width 
(FT) (IN) WT/FT 

4,500 3,700 2,600 3 2.25 0 .40 LB 

9,200 7,500 5,300 3 2.50 0.50 LB 

14,500 11,900 8,400 4 2.50 0 .60 LB 

18,400 15,000 10,600 4 3.50 0.70 LB 

22,900 18,700 13,200 5 3.50 1.00 LB 

29,100 23,800 16,800 7 3.50 1.10 LB 

36,700 30,000 21,200 7 4.25 1.60 LB 

43,300 35,400 25,000 7 5.00 1.80 LB 

53,700 43,800 31,000 7 6.00 2.20 LB 

69,300 56,600 40,000 7 6.50 2.80 LB 

91,800 74,900 53,000 8 7.00 3.60 LB 

114,300 93,300 66,000 10 8.00 4 .50 LB 

155,900 127,300 90,000 10 9.00 6.10 LB 

Inspect All Slings Before Use 
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