
Specialty Wire Ropes

Rotation Resistant Wire Rope

Galvanized Cable-Laid

Size Rope
Dia.

19x7 Non-rotating Brt

Approx. Weight per
Foot in Pounds

Breaking Strength
in Pounds

1/4" .133 5,540

5/16" .177 8,600

3/8" .25 12,300

7/16" .35 16,660

1/2" .45 21,600

9/16" .58 27,200

5/8" .71 33,600

3/4" 1.02 48,000

7/8" 1.39 65,000

1" 1.82 84,400

1.1/8" 2.30 106,200

Size Rope
Dia.

Cable-Laid Wire Rope

Construction

3/8" 7x7x7 .21 5.7

1/2" 7x7x7 .37 9.75

5/8" 7x7x7 .58 14.6

3/4" 7x7x19 .88 21.4

7/8" 7x7x19 1.19 28.4

1" 7x7x19 1.56 36.2

1.1/8" 7x7x19 1.94 44.7

1.1/4" 7x7x19 2.39 53.7

19x7 Non-rotating Wire Strand Core

7x7x7

According to federal specification RR-410D & RR-W-410E. WSC, bright,
medium lube preformed EIPS.

These wire ropes are specially designed for use when rotation must be kept
to a minimum. Strict adherence to breaking-in procedures and proper
handling during use are extremely important with these ropes.

To be used for mechanical swaged slings only.

Bristol, RI 1-800-323-0492, Elk Grove Village, IL 1-800-323-1592

7x7xS19

7

Approx. Weight per
Foot in Pounds

Breaking Strength
in Tons

Read important warnings and information on the inside cover of this catalog titled Cautions.

GLV & SS also available
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